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System and Controller Features

External I/O Ports

Drive Support

Controllers

Twelve (12) 3.5" x 1" SAS / SATA 3Gb/s hard drives in field replaceable canisters– direct connect in single I/O controller configuration  
Staggered physical drive spin-up ,  Drive LED support

1, 2, or 4    8Gb Fibre Channel host ports, Ethernet for out of band EOS management GUI 

Aurora RAID6 Single Controller Configuration based on EOS engine

Chassis Ultra Quiet Designed, Rack Mountable, Compact 4RU Steel and Aluminum Alloy enclosure with 3Gb Drive Backplane 

Operational Features

Aurora Capabilities Tuned 
to Post Production Systems 

Cold Spares

RAID Robustness

RAID protection

SAN ready Galaxy® Aurora

Background Activities

Galaxy® Aurora is specifically designed, pre-configured and tuned to the high bandwidth streaming data rates needed for post production  
system usage.  No customer intervention or configurations are needed during installation or usage. 

Physical Drive Error Recovery, Replacement drive rebuild and monitoring while maintaining maximized data rates while rebuilding RAID LUN, 
Bad Sector Re-mapping, SMART, Intelligent data scans while idling, Error recovery mechanisms and automated defect elimination 

RAID 6 only

Supports most common SAN Management Software: XSAN, StorNext, CommandSoft, MetaSAN.   
Depending on the SAN client configuration, Aurora is powerful  enough to support SAN clients with or without Switches and MDCs 
Galaxy® Aurora RAID 6 configuration has 2 parity drives and therefore doesn’t require a hot spare drive; therefore it will be maintained 
with a cold spare drive.

Rebuild; SMART condition polling; Media health monitoring and repair; Data Encryption 

System Management
Supported Operating Systems

Management Interfaces/
Protocols

Management Tools

Event Notification

Embedded Web mgmt support – No host agent is needed using standard TCPIP; Operating System independent; Web based GUI, 
via Ethernet port; Basic CLI configurator and operational utility with monitor, mouse , keyboard; Ethernet, RJ-45; SNTP, SSH ; 
Easy to user Error logs and status monitoring. 

Embedded Web server and mgmt support – No host agent is needed; Ethernet, RJ-11 Serial Port; CIM/WBEM, SNMP, SSL, SLP,Telnet

Win2008, Vista, Win2003SVR, MAC OSX and Linux

Email; audible (buzzer), and visible (LEDs) alerts for bad drives and power supplies

Warranty and Support
Warranty

Support

Three years complete system limited warranty
24 x 7 email and phone support options (Americas & EMEA); 24 x 7 access to Rorke Data support site – drivers, firmware, compatibility 
Advanced replacements program

Mechanical Specifications

Current (Maximum)

Power Consumption

Dimensions (H x W x D)

Weight 
* Assume each hard drive  0.67 kg

Voltage

Frequency
Power Supply

Operating Temperature 10°- 35°C (-40° +70°C non operational)
Relative Humidity

Safety

100-240 Vac Auto-Ranging
12 A @ 100 Vac; 6A @ 240 Vac 
50-60 Hz
Single 865W, 100-240 Vac auto-ranging, 50-60 Hz
275 Watts (under load with SATA HDD)

Maximum 90%
17.8 x 43.7 x 64.8 cm (7.0 x17.2 x 25.5in)

CE, FCC Class A

Net weight (system only): 25.0 kg (55 lbs) without drives, 32.1 kg (67.0 lbs) with 12 drives*
Gross weight (including carton): 28.6kg (63 lbs) without drives

Easy to install and manage
Rorke Data, with over 22 years of successfully bringing you easy to install products, continues that effort with the Galaxy® AuroraLS.  Pre-configured, tested, 
and customized to your needs before it leaves our ISO 9001 integration facility, your AuroraLS is ready to use out of the box.  Setting up minor configuration 
changes on site is simple.  Our embedded Web Based GUI gives you all the tools needed to monitor and troubleshoot the Aurora.  When used with SAN 
environments, SAN application software can also be pre-configured at our integration facility to help minimize installation and setup issues.  

Service and Support
Every Galaxy® Aurora is backed by a 3-Year limited warranty with telephone and email support (Americas & EMEA). When our support confirms a failure 
in the field, advanced replacement parts are always available to eliminate down time.
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Rorke Data reserves the right to change product specifications without notice.  All other trademarks and logos are the property of their respective owners. 03/25/09 Version 3

Application tested with AJA, Black Magic, Matrox, Blue Fish, Final Cut Pro, AVID, Premiere

Galaxy Aurora LS®
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